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Powerbass has made it 

their goal to build 

cutting edge products 

that offer you the 

best value with 

unrivaled performance.

In the car audio industry today, you see a lot 

of products that come in a pretty package, 

but offer little performance or durability.  At 

Powerbass we invest in top audio and 

electrical engineers to ensure we deliver a 

product that not only looks great, but 

performs even better.  

PowerBass is a TEAM of audio professionals 

with technical, musical, SQ and SPL 

competition experience that work together 

to develop parameters for our products.  This 

information is then sent to our lab where our 

engineers push the limits of product design.  

This product is then put through rigorous 

testing to make sure it meets our 

expectations of performance and durability, 

before it ever hits the install bay.  Our goal is 

to provide users of PowerBass products the 

ultimate audio experience.

Unlike our competitors, we understand the 

importance of investing in the top audio and 

electrical engineers to ensure only the best 

performance comes from every product we 

produce. 

While enjoying the sounds of a PowerBass 

product you might not be thinking about the 

engineering behind the sound, but you will 

appreciate the ultimate audio experience 

your PowerBass products bring you.

PowerBass Autosound…we do not want to 

be the best for everyone, we just want to be 

the best for you.

The L Series Subwoofer line changes the rules for both 

earth-shaking SPL and smooth bass for the SQ purist.  Each L 

model features all new proprietary 4-layer, non-pressed 

paper, DDC (Dynamic Damping Coating) finish cone and a 

CNC cut, cast aluminum basket for deeper distortion-free 

bass.  In addition, we use a HDA (High Density Aluminum) 

heatsink that pulls power-robbing heat away from the 

motor structure for 33% better power handling compared to 

the conventional motor structure without the HDA heatsink.

To make the bass super tight, our engineers perfected the 

large roll Santoprene surround which allows free movement 

of the cone for maximum SPL, a large motor structure for 

high power handling, 2” and 2.5” KSV voice coil formers for 

optimum performance and cooling for maximum heat 

dissipation, and finally our Pro Lock Terminals are designed 

to insure optimal current transfer from the amplifier to the 

woofer.

The L Series subwoofer is designed to work optimally in 

either ported or sealed enclosures and with dual 4-ohm 

voice coils making these woofers versatile for most bass 

applications.  

The M Series Subwoofer line represents PowerBass as a 

performance and value leader.  By mixing the performance 

of its big bro’ L Series sub and value attributes of the S 

Series, you have a woofer that exceeds expectations at a 

super price.  These woofers are designed to deliver rich 

sounding bass at all volume levels.  Check out the high-tech 

features: rigid, mineral-filled polypropylene cones that are 

super strong even at high-listening levels, large roll 

Santoprene surrounds which allow free movement of the 

cone for maximum SPL, a large motor structure for 

high-power handling, 2” and 2.5” KSV Voice Coil formers for 

optimum performance, and cooling for maximum heat 

dissipation.  

To keep heat away from vital areas, we also spec the HDA 

(High Density Aluminum) heat sink that pulls power-robbing 

heat away from the motor structure for 33% better power 

handling compared to the same motor structure without the 

HDA.  Chrome-plated binding post terminals accept large 

gauge wire to assure all power from the amplifier reaches 

the subwoofer.  A custom rigid tooled stamped steel basket 

with a stainless finish offers great looks and improved 

resistance to the elements.

Designed to work optimally in sealed or ported enclosures 

and either dual or single 4 ohm voice coils for multiple bass 

applications.  Try the mighty M Series today!

The S Series Subwoofer line takes great value to a whole 

new level.  You will be impressed with the oversized motor 

structure for high-power handling and greater reliability 

during heavy hitting bass passages.   We utilize a 4-layer 

wool/paper cone for very natural smooth bass reproduction 

that provides high output with low distortion.

PowerBass S Series woofers sport a black finished, stamped 

steel basket that is custom tooled with the distinctive X 

design, 2” BASV voice coil formers for optimum 

performance and cooling.  Like the entire Autosound range, 

we also offer a large roll foam surround allowing free 

movement of the cone, which equals loud bass.

The S Series subwoofers are well-suited for small sealed or 

ported enclosures and use dual 4-ohm and single 4-ohm 

voice coils for multiple bass applications.  Value is the 

target for the S Series woofer without sacrificing 

hard-hitting performance.

Lseries Subs

Mseries Subs

Sseries SubsCUSTOM CNC CUT, CAST ALUMINUM BASKET  heavy duty design incorporating voice coil cooling vents

PROPRIETARY 4-LAYER, NON PRESSED PAPER, DDC FINISH CONE Dynamic Dampening Coating (DDC) for deeper, 
distortion free bass.

DUAL 4-OHM VOICE COILS for the most popular bass applications

2 AND 2.5 INCH BASV VOICE COIL FORMERS for optimum performance, power handling and cooling 

LARGE ROLL, SANTOPRENE SURROUNDS allow the free movement of the cone which equals deep loud bass and 
high power handling

LARGE MOTOR STRUCTURES for high power handling 

HDA (HIGH DENSITY ALUMINUM) MOTOR STRUCTURE HEATSINK pulls power robbing heat away from the motor 
structure for 33% better power handling compared to the conventional motor structure without the HDA heatsink.

PRO-LOCK INPPUT TERMINALS to ensure optimal current transfer from the amplifier to the woofer

DESIGNED TO WORK OPTIMALLY IN SEALED OR PORTED ENCLOSURES for multiple applications

BLACK POWDER COATED STEEL BASKET

4-LAYER BLACK PAPER/WOOL CONE for very natural smooth bass reproduction

DUAL AND SINGLE 4-OHM VOICE COILS for multiple applications 

2" BASV VOICE COIL FORMERS for optimum performance and cooling

LARGE ROLL FOAM SURROUNDS allow the free movement of the cone which equals loud bass

CHROME PUSH INPUT TERMINALS to ensure the best current transfer from the amplifier to the woofer

POLE AND AERO VENTED COOLING cooler woofers mean better bass and power handling

DESIGNED FOR SMALL SEALED OR PORTED ENCLOSURES which include most pre-fabricated boxes

RIGID TOOLED BASKET with a STAINLESS STEEL FINISH

RIGID, MINERAL FILLED POLYPROPYLENE CONES for a very hard hitting bass

DUAL AND SINGLE 4-OHM VOICE COILS for multiple applications

2 and 2.5" KSV VOICE COIL FORMERS for optimum performance, power handling and cooling 

LARGE ROLL, SANTOPRENE SURROUNDS allow the free movement of the cone which equals deep loud bass
and high power handling

MASSIVE MOTOR STRUCTURES for high power handling 

HDA (HIGH DENSITY ALUMINUM) MOTOR STRUCTURE HEATSINK pulls power robbing heat away from the motor 
structure for 33% better power handling compared to the conventional motor structure without the HDA heatsink.

CHROME PUSH INPUT TERMINALS to ensure the best current transfer from the amplifier to the woofer

DESIGNED TO WORK OPTIMALLY IN SEALED OR PORTED ENCLOSURES for multiple applications

S-12D
S-12
S-10D
S-10

M-15D
M-15
M-12D
M-12
M-10D
M-10

5.5"
5.5"
5.2"
5.2"

mounting depth

6.6"
6.6"
5.7"
5.7"
5.3"
5.3"

12"
12"
10"
10"

size

15"
15"
12"
12"
10"
10"

29Hz-450Hz
31Hz-450Hz
33Hz-500Hz
32Hz-500Hz

frequency response

23Hz-400Hz
23Hz-400Hz
29Hz-450Hz
29Hz-450Hz
29Hz-500Hz
32Hz-500Hz

Dual 4-ohm
Single 4-ohm
Dual 4-ohm

Single 4-ohm

nominal impedance

Dual 4-ohm
Single 4-ohm
Dual 4-ohm

Single 4-ohm
Dual 4-ohm

Single 4-ohm

91 dB
91 dB
90 dB
90 dB

sensitivity (1w / 1m)

94 dB
94 dB
92 dB
92 dB
91 dB
91 dB

2"
2"
2"
2"

voice coil size

2.5"
2.5"
2"
2"
2"
2"

124 oz
124 oz
116 oz
116 oz

motor structure

200 oz
200 oz
148 oz
148 oz
140 oz
140 oz

300 / 600 watts
300 / 600 watts
275 / 550 watts
275 / 550 watts

400 / 800 watts
400 / 800 watts
350 / 700 watts
350 / 700 watts
300 / 600 watts
300 / 600 watts

power handling (rms/peak)

L-15D

L-12D

L-10D

mounting
depth

7.9"

6.0"

5.3"

size

15"

12"

10"

frequency
response

20Hz-400Hz

24Hz-450Hz

32Hz-500Hz

nominal
impedance

Dual 4-ohm

Dual 4-ohm

Dual 4-ohm

sensitivity
(1w / 1m)

94 dB

92 dB

91 dB

voice
coil size

2.5"

2"

2"

motor
structure

220 oz

149 oz

140 oz

500 / 1000 watts

400 / 800 watts

350 / 700 watts

power handling 
(rms/peak)
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Dclass bass AMPS
1-OHM STABLE CLASS  D  CIRCUITRY

DUAL LINK CAPABILITY link 2 amplifiers together for double power 

VARIABLE LOW PASS CROSSOVER to customize the bass for your vehicle

VARIABLE SUB-SONIC FILTER to cut the power robbing signals that 
can not be reproduced or heard from you subwoofers

VARIABLE BASS BOOST that lets you get the most out of your subwoofers

REMOTE GAIN CONTROL that gives the listener the option of turning the 
subwoofers up or down

The M Series subwoofer line represents PowerBass as a 

performance and value leader.  By mixing the performance 

of its big bro’ L Series sub and value attributes of the S 

Series, you have a woofer that exceeds expectations at a 

super price.  These woofers are designed to deliver rich 

sounding bass at all volume levels.  Check out the high-tech 

features: rigid, mineral-filled polypropylene cones that are 

super strong even at high-listening levels, large roll 

Santoprene surrounds which allow free movement of the 

cone for maximum SPL, a large motor structure for 

high-power handling, 2” and 2.5” KSV Voice Coil formers for 

optimum performance, and cooling for maximum heat 

dissipation.  

To keep heat away from vital areas, we also spec the HDA 

(High Density Aluminum) heat sink that pulls power-robbing 

heat away from the motor structure for 33% better power 

handling compared to the same motor structure without the 

HDA.  Chrome-plated binding post terminals accept large 

gauge wire to assure all power from the amplifier reaches 

the subwoofer.  A custom rigid tooled stamped steel basket 

with a stainless finish offers great looks and improved 

resistance to the elements.

Designed to work optimally in sealed or ported enclosures 

and either dual or single 4 ohm voice coils for multiple bass 

applications.  Try the mighty M Series today!

Unlike our competitors, we understand the importance of 

investing in the top audio and electrical engineers to ensure 

only the best performance comes from every product we 

produce. 

While enjoying the sounds of a PowerBass product you might 

not be thinking about the engineering behind the sound, but 

you will appreciate the ultimate audio 

experience your PowerBass 

products bring you.

PowerBass Autosound…we do not want to be the best for 

everyone, we just want to be the best for you.

MseriesSubs
RIGID TOOLED BASKET with a STAINLESS STEEL FINISH

RIGID, MINERAL FILLED POLYPROPYLENE CONES for a very hard hitting bass

DUAL AND SINGLE 4-OHM VOICE COILS for multiple applications

2 and 2.5" KSV VOICE COIL FORMERS for optimum performance and cooling 

LARGE ROLL, SANTOPRENE SURROUNDS allow the free movement of the cone which equals deep loud bass
and high power handling

MASSIVE MOTOR STRUCTURES for high power handling 

HDA (HIGH DENSITY ALUMINUM) HEATSINK pulls power robbing heat away from the motor structure for 
33% better power handling compared to the conventional motor structure without the HDA heatsink.

CHROME PUSH INPUT TERMINALS to ensure the best current transfer from the amplifier to the woofer

DESIGNED TO WORK OPTIMALLY IN SEALED OR PORTED ENCLOSURES for multiple applicationsA/B c’s 
of Good Amplifier Design

4-ohm Power

2-ohm Power

4-ohm Mono Power

Peak Power

Total Harmonic Distortion

Frequency Response

S/N Ratio

Damping Factor

Input Sensitivity

Crossover Slope

High-Pass Crossover Freq (Hz)

Low-Pass Crossover Freq (Hz)

Variable Subwoofer EQ

Subwoofer EQ Frequency

ASA 700.5

50 watts  x 4 + 200 x 1

100 watts  x 4 + 400 x 1

200 watts  x 2 + 400 x 1

1400 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 600.4

100 watts  x 4

200 watts  x 4

400 watts  x 2

1600 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 400.4

50 watts  x 4

100 watts  x 4

200 watts  x 2

800 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 600.2

150 watts  x 2

300 watts  x 2

600 watts  x 1

1200 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 800.2

200 watts  x 2

400 watts  x 2

800 watts  x 1

1600 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 400.2

100 watts  x 2

200 watts  x 2

400 watts  x 1

800 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 300.2

75 watts  x 2

150 watts  x 2

300 watts  x 1

600 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

ASA 200.2

50 watts x 2

100 watts x 2

200 watts x 1

400 watts

<0.05%

20Hz~22,000Hz

>94dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

40Hz~250Hz

0/+18dB

40Hz

4-ohm Power

2-ohm Power

1-ohm Mono Power

Peak Power

Total Harmonic Distortion

Frequency Response

S/N Ratio

Damping Factor

Input Sensitivity

Crossover Slope

High-Pass Crossover Freq (Hz)

Variable Subwoofer EQ

Subwoofer EQ Frequency

ASA 2000.1D

500 watts  x 1

1000 watts  x 1

2000 watts  x 1

4000 watts

<0.5%

20Hz~250Hz

>80dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

0/+18dB

40Hz

ASA 1500.1D

375 watts  x 1

750 watts  x 1

1500 watts  x 1

3000 watts

<0.5%

20Hz~250Hz

>80dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

0/+18dB

40Hz

ASA 1000.1D

250 watts  x 1

500 watts  x 1

1000 watts  x 1

2000 watts

<0.5%

20Hz~250Hz

>80dB

>150

0.5 - 4.0 volts

12dB

40Hz~250Hz

0/+18dB

40Hz

To give your subwoofers 
some serious power at an 
affordable price, we offer 
the ASA range in super 
efficient Class D power.  
This line offers amplifiers 
that can provide 2000 
watts to a single woofer - 
if it can take it.  Our Class 
D amplifiers are 1-ohm 
stable, feature subsonic 
filters to keep ultra low 
frequencies from zapping 
power from where you 
want them.  Bass boost 
control also gives you the 
ability to increase your 
subwoofers output by up 
to 18 dB at the earth 
shaking frequency of 40 
Hz.  To finish these amps 
off, we include a remote 
gain control to give you 
the ultimate in subwoofer 
volume from the cockpit 
of your vehicle.

Taking out the competi-
tion is no problem, just 
ask, we deliver!

You know what they say, "If 
you don't ask, you don't 
get."   Well, we asked our 
engineers to load up our 
ASA Series amplifier range 
with features usually found 
only in other brands 
high-end ranges.  The ASA 
Amplifier range is one that 
is feature packed with a 
wide line-up of 2, 4 and 
even 5 channel amplifiers to 
meet the needs of any 
serious audiophile.  With its 
elegant, gun metal gray 
finish and clean lines, the 
ASA amplifiers will not 
leave you asking for more.  
These amplifiers deliver 
pure, clean power with the 
soul of rock and roll or 
whatever your taste.  
Variable 12 dB, high/low 
pass electronic crossover 
for infinite system 
applications.  A MOSFET 
power supply for efficient 
and distortion-free sound 

reproduction which offers 
2-ohm stereo or 4-ohm 
mono stable capabilities.

We did not stop there with 
user-friendly features like a 
variable bass boost control 
with 18 dB of boost at 40 Hz 
to give you more output 
from your subwoofers.  If 
you really want serious 
control of your subwoofer 
output, an optional remote 
gain control is available.  

A/Bclass FUll Range AMPS
2-OHM STEREO/4-OHM MONO STABLE

MOSFET POWER SUPPLY for the most efficient and distortion free sound reproduction

VARIABLE 12 DB, HIGH/LOW PASS ELECTRONIC CROSSOVER for infinite system applications

VARIABLE BASS BOOST that lets you get the most out of your subwoofers

OPTIONAL REMOTE GAIN CONTROL that gives the listener the option of turning the subwoofers up or down

200.2

700.5

300.2 400.2 400.4 600.2 800.2 600.4
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The M Series subwoofer line represents PowerBass as a 

performance and value leader.  By mixing the performance 

of its big bro’ L Series sub and value attributes of the S 

Series, you have a woofer that exceeds expectations at a 

super price.  These woofers are designed to deliver rich 

sounding bass at all volume levels.  Check out the high-tech 

features: rigid, mineral-filled polypropylene cones that are 

super strong even at high-listening levels, large roll 

Santoprene surrounds which allow free movement of the 

cone for maximum SPL, a large motor structure for 

high-power handling, 2” and 2.5” KSV Voice Coil formers for 

optimum performance, and cooling for maximum heat 

dissipation.  

To keep heat away from vital areas, we also spec the HDA 

(High Density Aluminum) heat sink that pulls power-robbing 

heat away from the motor structure for 33% better power 

handling compared to the same motor structure without the 

HDA.  Chrome-plated binding post terminals accept large 

gauge wire to assure all power from the amplifier reaches 

the subwoofer.  A custom rigid tooled stamped steel basket 

with a stainless finish offers great looks and improved 

resistance to the elements.

Designed to work optimally in sealed or ported enclosures 

and either dual or single 4 ohm voice coils for multiple bass 

applications.  Try the mighty M Series today!

Unlike our competitors, we understand the importance of 

investing in the top audio and electrical engineers to ensure 

only the best performance comes from every product we 

produce. 

While enjoying the sounds of a PowerBass product you might 

not be thinking about the engineering behind the sound, but 

you will appreciate the ultimate audio 

experience your PowerBass 

products bring you.

PowerBass Autosound…we do not want to be the best for 

everyone, we just want to be the best for you.

MseriesSubs
RIGID TOOLED BASKET with a STAINLESS STEEL FINISH

RIGID, MINERAL FILLED POLYPROPYLENE CONES for a very hard hitting bass

DUAL AND SINGLE 4-OHM VOICE COILS for multiple applications

2 and 2.5" KSV VOICE COIL FORMERS for optimum performance and cooling 

LARGE ROLL, SANTOPRENE SURROUNDS allow the free movement of the cone which equals deep loud bass
and high power handling

MASSIVE MOTOR STRUCTURES for high power handling 

HDA (HIGH DENSITY ALUMINUM) HEATSINK pulls power robbing heat away from the motor structure for 
33% better power handling compared to the conventional motor structure without the HDA heatsink.

CHROME PUSH INPUT TERMINALS to ensure the best current transfer from the amplifier to the woofer

DESIGNED TO WORK OPTIMALLY IN SEALED OR PORTED ENCLOSURES for multiple applications

Lseries Coax

Sseries Coax

Let your ears be the judge!  Your factory 
speakers may sound okay to your ears, 
but have you ever wondered what 
high-quality speakers would sound like?  
PowerBass designs its speakers for high 
performance, which is much better than 
the paper dual cone budget speakers 
installed in your factory system.  
Upgrading your factory speakers is the 
most effective way to increase the sound 
quality of your factory sound system.  By 
adding quality aftermarket speakers, you 
will hear the music loud and clear.  The 
PowerBass L Series systems can make it 
all come together in a big way, providing 
you with accurate mid-range and highs 
that complement the rest of your system 
without a strain on the wallet.

The L Series range has numerous 
features, but one of the most important is 
the use of a 3-ohm voice coil to make 
more efficient use of your amplifier's 
power.   Most amplifiers make more 
power running at a lower impedance and 
by using a 3 ohm voice coil, you get more 
output.  To handle this power, we include 
quality features like a proprietary 
stainless steel basket  finish for great 
looks and performance, Black zirconium 
cones for the best in distortion-free 
sound reproduction, a butyl rubber 
surround for high efficiency and better 
bass response, and a heavy motor 
structure to handle increased power.  To 
top all of this off, we spec a pure silk 
dome tweeter for accurate and smooth 
high frequency sound reproduction.  

Designed as a great replacement for most OEM 
speaker applications, the S Series speaker systems 
offer great performance at a great price.  This range 
offers a complete line-up specifically sized for OEM 
drop-in replacement of 3.5”, 4”x6”, 4”x10”, 6.75” 

and 6”x8”.  With so many sizes offered in this coaxial range these 
speakers make an excellent choice for Autosound enthusiasts who seek 
true value along with easy installation.

We invite you to put our S Series to the test and compare them to 
speakers priced much higher. Our proprietary 2-layer paper cone features 
DDC, allowing you to hear smooth and rich bass all the way through the 
mid-range tones.  For the high frequencies, we feature a low profile, pure 
silk dome tweeter like the type used in expensive home systems--to 
make sure you get a complete full range experience.

The L series Coaxials,
No Laughing Matter

When the Economical 
Meets Excellence

L-693

L-682

L-675

L-652

L-522

L-462

L-402

Size

6x9"

6x8"

6.75"

6.5"

5.25"

4x6"

4"

Mounting
Depth

3.3"

2.4"

2.15"

2.4"

2.2"

1.95"

2.1"

Magnet
Size

30 oz

14 oz

12 oz

12 oz

10 oz

10 oz

10 oz

Sensitivity
(1W / 1M)

91 dB

89 dB

89 dB

88 dB

88 dB

87 dB

87 dB

Frequency
Response

43Hz-20kHz

54Hz-20kHz

62Hz-20kHz

59Hz-20kHz

64Hz-20kHz

70Hz-20kHz

70Hz-20kHz

Nominal
Impedance

3-ohm

3-ohm

3-ohm

3-ohm

3-ohm

3-ohm

3-ohm

100 / 300 watts

70 / 210 watts

60 / 180 watts

60 / 180 watts

50 / 150 watts

40 / 120 watts

40 / 120 watts

Power Handling 
(RMS/Peak)

5.25"
     6.5" thin

4x6"
4"

3.5"

6x9"
6x8"

4x10"
6.75"
6.5"

Size

2.0"
2.15"

1.95"
1.8"
1.5"

3.3"
2.35"
2.6"

2.15"
2.3"

Mounting
Depth

8 oz
10 oz

6 oz
6 oz
4 oz

20 oz
10 oz
10 oz
10 oz
10 oz

Magnet
Size

87 dB
87 dB

86 dB
86 dB
85 dB

90 dB
88 dB
89 dB
87 dB
88 dB

Sensitivity
(1W / 1M)

65Hz-20kHz
63Hz-20kHz

70Hz-20kHz
70Hz-20kHz
80Hz-20kHz

45Hz-20kHz
56Hz-20kHz
58Hz-20kHz
63Hz-20kHz
60Hz-20kHz

Frequency
Response

4-ohm
4-ohm

4-ohm
4-ohm
4-ohm

4-ohm
4-ohm
4-ohm
4-ohm
4-ohm

Nominal
Impedance

40 / 120 watts
45 / 135 watts

35 / 105 watts
35 / 105 watts
30 / 90 watts

70 / 210 watts
60 / 180 watts
50 / 150 watts
50 / 150 watts
50 / 150 watts

Power Handling 
(RMS/Peak)

RIGID TOOLED BASKET WITH A STAINLESS STEEL FINISH

3-OHM SYSTEM IMPEDANCE for more efficient use of amplifier power

BLACK ZIRCONIUM CONE for the best, distortion free sound reproduction

BUTYL RUBBER SURROUND for high efficiency and better bass response

PURE SILK DOME TWEETER for accurate and smooth high frequency sound reproduction

HEAVY MOTOR STRUCTURES for high power handling

CUSTOMIZED RUBBER BOOT protects magnet and enhances appearance

BLACK 2-LAYER PAPER, DDC CONE  Dynamic Dampening Coating 
(DDC) for deeper, distortion free bass.

LOW PROFILE PURE SILK DOME TWEETER for OEM fit along with 
accurate and smooth high frequency sound reproduction

DOUBLE PRESSED TREATED FOAM SURROUND UV protected for long life

OEM DROP IN REPLACEMENT for easy installation (grills may not be necessary)

MULTIPLE SIZES INCLUDE HARD TO FIND SPEAKERS like 6" x 8"  and  4" x 10"

S-522
S-65T

S-462
S-402
S-352

S-693
S-682
S-412
S-675
S-652

ULTRA EFFICIENT

L-693

L-682

L-675

L-652

L-522

L-462

L-402

S-693

S-682

S-675

S-412

S-652

S-522

S-65T

S-462

S-402

S-352
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Lseries Components

L-2T

Sseries Components

RIGID TOOLED BASKET WITH A STAINLESS STEEL FINISH

3-OHM SYSTEM IMPEDANCE for more efficient use of amplifier power

BLACK ZIRCONIUM CONE for the best, distortion free sound reproduction

BUTYL RUBBER SURROUND for high efficiency and better bass response

PURE SILK DOME TWEETER for accurate and smooth high frequency sound reproduction

HEAVY MOTOR STRUCTURES for high power handling

CUSTOMIZED RUBBER BOOT protects magnet and enhances appearance

BLACK POWDER COATED BASKET Stamped Steel.

BLACK 2-LAYER PAPER, DDC CONE  Dynamic Dampening Coating (DDC) for 
deeper, distortion free bass.

DOUBLE PRESSED TREATED FOAM SURROUND UV protected for long life

PURE SILK DOME TWEETER for accurate and smooth high frequency 
sound reproduction.

SHALLOW MOUNTING DEPTH fits almost any vehicle.

3/4" (19mm) Silk Dome Tweeter

L-6C

L-5C

S-6C

S-5C

Size

6.5"

5.25"

6.5"

5.25"

Mounting
Depth

2.4"

2.2"

2.3"

2.0"

Magnet
Size

12 oz

10 oz

10 oz

10 oz

Sensitivity
(1W / 1M)

90 dB

90 dB

90 dB

89 dB

Frequency
Response

59Hz-20kHz

64Hz-20kHz

60Hz-20kHz

65Hz-20kHz

Nominal
Impedance

3-ohm

3-ohm

4-ohm

4-ohm

75 / 225 watts

60 / 180 watts

70 / 210 watts

50 / 150 watts

Power Handling 
(RMS/Peak)

L-6C set

6.5" Midbass Driver 
12dB Crossover Network with Tweeter Protection
3/4” Pure Silk Dome Tweeter
Flush, Surface or Angle Mount

S-6C set
ULTRA EFFICIENT

6.5” Midbass Driver 
12dB Crossover Network with Tweeter Protection

3/4” Pure Silk Dome Tweeter
Flush, Surface or Angle Mount

S-1ZT
1” Zirconium Super Tweeter

Material

Pure Silk

Zirconium

L-2T

S-1ZT

Size

0.75"

1"

Mounting
Depth

0.75"

0.75"

Sensitivity
(1W / 1M)

91 dB

102 dB

Frequency
Response

3k-20kHz

5k-25kHz

Nominal
Impedance

4-ohm

4-8 ohm

50 / 100 watts

100 / 200 watts

Power Handling 
(RMS/Peak)

In-line Acoustic Crossover
12dB/Octave crossover provides high power handling 
and precise frequency  separation.

Flush, Angle and Surface Mount
Provides pinpoint imaging and installation versatility. 

ZIRCONIUM TWEETER 
WITH COMPOSITE SURROUND
Low Distortion, Light Weight & Highly Reliable. 
The Integral Phase Plug and Ceramic Element 
provide outstanding high frequency reproduction.

SURFACE MOUNT  Provides simple installation. 

Neodymium Magnet Tweeter provides outstanding 
imaging and smooth high frequency reproduction.

L-5C

S-5C
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Autosound Processors

Autosound Woofer Boxes

ABA-1 Bass Accelerator

AEQ-7XO
4 Band Parametric Equalizer / Pre-Amp

Autosound Capacitors

ACP-2.4, ACP-1.2
2.4 FARAD AND 1.2 FARAD DIGITAL CAPACITOR

• Red 4 Digit LED Voltage Meter
• Supercharged Electrolyte Fluid
• Polycarbonate Display Cover
• Auto Turn On
• Mounting Clamps
• Platinum Power Connectors
• 20 VDC
• Attractive Blister Card

• PWM Power Supply
• Switchable main/aux input
• Front/Rear/Sub Output
• Master Volume Control

• Digital Bass Restorer
• Variable Frequency Control
• Variable "Q" Control
• Visual LED Level Indicators
• Frequency Response: 10Hz thru 100Hz
• Remote Gain Control

Having great amplifiers and speakers are 
the most visible aspects of a great sound 
system.  What makes them all work 
properly is the installation of proper 
wiring and fuses to protect the 
components AND your vehicle.  

PowerBass stiffening capacitors provide 
instant power to your amplifiers when the 
bass is hitting hard.  Our electrolytic 
capacitors range in size from a 1.2 Farad 
to a 2.4 Farad and offer a 4-digit LED 
voltage meter to let you know that the 
charging system is healthy.

Amplifier wiring kits help you connect the 
head unit to the amplifier and the 
amplifier to the speakers.  Our kits help 
take the guesswork out of the installation 
and make setting up a hard- hitting, 
dependable sound system easy.  Our kits 
come in 4, 8 and 10-gauge power cables 
with RCA cables, speaker cable, remote 
turn-on lead, and all terminals to 
complete the job.

Creating bass is our namesake here at 
PowerBass. We have designed an 
affordable solution to your make your 
system pound. The computer optimized PS  
woofer boxes give you the bass that will 
make heads turn. We have designed and 
tuned these enclosures to the exact 
frequency that will produce the loudest 
bass in your vehicle. 

Two tone RFG aviation grade vinyl 

covering not only looks good but helps 
protect your bass investment.

Dual Flared Venturi Ports give you exact 
tuning and virtually no port noise for tight 
clean bass.

Our engineers developed Proprietary 
woofers designed specifically for the PS 
enclosures for optimal performance in a 
small space.

Autosound Wiring Kits

ATK-4, ATK-8, ATK-1o
4 GAUGE, 8 GAUGE, 10 GAUGE AMPLIFIER WIRING KITS

• 17' High Quality RCA Cables
• 17' OFC Power and 3' Ground Wire
• Blue Turn On Wire
• 20' Speaker Wire
• Gold Terminal Connectors
• AGU Fuse Holder
• 6' Black Split Loom Tubing
• Cable Ties, Grommets, more . . .
• Attractive Blister Card

• Selectable 120/80Hz Subwoofer Crossover
• Subwoofer Volume Control
• Fader Control
• 7 Volt Output

PS-WB1o

Impedance: Single 4-ohm input
Power Handling: 500 watts RMS/1000 Peak
Frequency Response: 33 – 150 Hz
Height: 12.25”
Width: 32”
Top Depth: 11.4”
Bottom Depth: 13.75”

PS-WB12

Impedance: Single 4-ohm input
Power Handling: 550 watts RMS/1100 Peak
Frequency Response: 30 – 120 Hz
Height: 13.5”
Width: 34”
Top Depth: 12.25”
Bottom Depth: 14.4”

Autosound Accessories
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